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• ,;~q~~f~:_£ PRODlJC:c::J PlANT CANCELS: tT.'i 

8-~-:'TLE DATE: 

BULL"1'IN DESCRIPTION % POUNDS GALLONS 

221 Whiting 61.41 4000 
' 

047 Asbestos SG 210 .92 60 I 

442 Talc, Weste1 202 1.54 100 
i 

085 Celite 434 1.54 100 

244 l.~ethocel 228 .28 18 

330 PV Alcohol 9722 .15 10 

453 PMA 20SEP .06 4 

470 PVA Emulsion 4.30 260 30 

Water 26.87 1750 210 max 
--

- 284 Oleic Acid .37 24 

• 450 Triethanolamine .18 12 

267 Odorless Mineral .Spirito 1. 23 80 12.5 

191 Red Oxide Color 4 oz 

130 Et:~ylene Glycol 1.15 75 8 

TOTAL 100.00 6513. 

MANUFACTURING INSTRUCTIONS: 

l. See Process Bulletin J-206. 
2. Add Red Oxide color to the water ~~d mix for or-e minute before addition 

of other items (RM J-191). T.,·o :a .. '1ces Red Oxide color p~r batch. 
3. Filling: 4 gal 56# gross; c ~=1 pails - 69# gross. ' 
CU A LITY- COtiTROL: 

TM-1 Viscosity, 150 gm cylinder @ ' sec. 16 to 18 tllll 

Tl.l-6 Application Equal to Star.card 

11-1.-7 Workability Equal to Star:derd 
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